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We hereby certify the conformity of the coloured coating system for oak called

TOP QUALITY WORLD WIDE 
composed of

PRIMER TOP QUALITY YM---M099/----- flow coating +
IMPREGNATING STAIN  TOP QUALITY  YM---M092/--TXX AQUARIS* flow coating +

INTERMEDIATE BASE COAT TOP QUALITY YL---M190/--T12 flow coating +
brushing + 

TRANSPARENT BASE COAT YL---M291/--T12 spray coating, minimum wet thickness 225 micron +
TOP COAT TOP QUALITY YO-xxM390/--TXX**spray coating, minimum wet thickness 225 micron 

to the EN 927-2 performance specification and to the additional requirements of the
CATAS QUAL ITY AWARD

COATING SYSTEM FOR EXTERIOR WOOD 
technical rules.

We are pleased to declare that the production of the above mentioned coating system 
is supervised by CATAS having obtained the 

CATAS S.p.A.
Via Antica 24/3

I - 33048 - San Giovanni al Natisone - UD

QUALITY AWARD

from May 1s t 2 0 1 1

to April 30t h 2 0 1 5

*Impregnating stain colours
15 Mahogany
16 Brown Walnut
21 Burnt Walnut
22 Walnut
28 Teak
30 Chestnut

**Top coat shades
11 Cipresso
26 Old Oak

dott. Andrea Giavon
Chief Executive


